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You may request modification of your Air Quality Permit through informal means pursuant to NCGS
I150B-22. This request must be submitted in writing to the Director and must identify the specific provisions or
1ssues for which the modification is sought. Please note that this Air Quality Permit will become final and binding
regardless of a request for informal modification unless a request for a hearing is also made under NCGS 150B-23.

The construction of new air pollution emission source(s) and associated air pollution control device(s), or
modifications to the emission source(s) and air pollution control device(s) described in this permit must be covered
under an Air Quality Permit issued by the Division of Air Quality prior to construction. Failure to do so is a
violation of GS 143-215.108 and may subject the Permittee to civil or criminal penalties as described in GS 143-
215.114A and 143-215.114B.

This Air Quality Permit shall be effective from July 9, 2015 until January 31. 2020, is nontransferable to

future owners and operators, and shall be subject to the conditions and limitations as specified therein. Should you
have any questions concerning this matter, please contact Connie J. Homne at (919) 707-8722.

Sincerely yours,

N/ POR)IE

William D. Willets, P.E, Chief, Permitting Section
Division of Air Quality, NCDENR

“This permit shall expire on the carlier of January 31, 2020 or the date the renewal of permit 03735T3% has been issued or denied
Enclosure
cc: Heather Ceron, EPA Region 4

Steven Vozzo, Supervisor, Fayetteville Regional Office
Central Files
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d. The results of any required annual burner inspection and maintenance shall be maintained in a logbook
(written or clectronic format) on-site and made availablc to an authorized representative upon request.
The logbook shall record the following:

i. The datc of cach recorded action:

ii.  The results of cach inspection: and.

iti. The results ol any maintenance performed on the boilers.

The Permittee shall be deemed in noncompliance with 15A NCAC 2D .1109 if these records are not
maintained.

Reporting [15A NCAC 2Q .0508(f)]

Semiannual Summary Report. The Permittee shall submit a summary report postmarked on or before

January 30 of each calendar year for the preceding six-month period between July and December, and

July 30 of each calendar ycar for the preceding six-month period between January and June. The first

summary report shall be required on January 30, 2014. The report shall include the following:

i.  Company name and address;

il.  Statement by a responsiblc official with that official’s name. title. and signature. certifying the
truth, accuracy, and completeness of the content of the report;

iil. Date of report and beginning and ending dates of the reporting period; and,

iv. Signed statement indicating that no new types of fuel were fired in the affected sources.

o
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Monitoring/Recordkecping [15A NCAC 20 .0508(f)]
Particulate matter emissions from the Butacite” flake dryer (TD No. BS-C) shall be controlled by the
bagfilter (ID No. BCD-C2) and cyclone separator (ID No. BCD-C1). To assure compliance, the
Permittee shall perform inspections and maintenance as recommended by the manufacturer. In addition
to the manufacturer’s inspection and maintenance recommendations. or if there is no manufacturer’s
inspection and maintenance recommendations, as a minimum, the inspection and maintenance
requirement shall include the tollowing:
1. A monthly visual inspection of the system ductwork and material collection unit for leaks: and
il. An annual internal inspection of the bagfilter's structural integrity.
The Permittee shall be deemed in noncompliance with 15A NCAC 2D .0515 if the ductwork and
bagfilters are not inspected and maintained.
The results of inspection and maintenance shall be maintained in a log (written or electronic format)
on-site and made available to an authorized representative upon request. The log shall record the
following:
i.  The date and time of each recorded action:
ii. The results of each inspection;

. The results of any maintenance performed on the bagfilters; and
iv. Any variance from manufacturer’s recommendations. if any. and corrections made.
The Permittee shall be deemed in noncompliance with 15A NCAC 2D .0515 if these records are not

maintained.

Reporting [15A NCAC 2Q .0508(1)]

The Permittee shall submit the results of any maintenance performed on the bagfilters within 30 days of
a writlen request by the DAQ.

The Permittee shall submit a summary report of monitoring and recordkeeping activities postimarked on
or before January 30 of each calendar year for the preceding six-month period between July and
December and July 30 of each calendar year for the preceding six-month period between January and
June. All instances of deviations from the requirements of this permit must be clearly identified.

2. 15ANCAC 2D .0521: CONTROL OF VISIBLE EMISSIONS

d.

Visible emissions from the affected source (ID No. BS-C) shall not be more than 20 percent opacity
when averaged over a six-minute period. However, six-minute averaging periods may exceed 20
percent not more than once in any hour and not more than four times in any 24-hour period. In no event
shall the six-minute average exceed 87 percent opacity.

Testing [15A NCAC 2Q .0508(1)]
I emissions testing is required, the testing shall be performed in accordance with General Condition JI.

If the results of this test are above the limit given in Section 2.1 B.2.a above, the Permittee shall be
deemed in noncompliance with [5A NCAC 2D .0521.

Monitoring [15A NCAC 2Q .0508(0)]

To assure compliance, once a month the Permittee shall observe the emission point of the affected

source for any visible emissions above normal. The monthly observation must be made for each month

of the calendar year period to ensure compliance with this requirement. If visible emissions from this
source are observed to be above normal, the Permittee shall either:

i.  Take appropriate action to correct the above-normal emissions as soon as practicable and within the
monitoring period and record the action taken as provided in the recordkeeping requirements
below, or

ii. Demonstrate that the percent opacity from the emission points of the emission source in accordance
with 15A NCAC 2D .2610 (Method 9) for 12 minutes is below the limit given in Section 2.1 B.2.a

above.
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the following:

i The monthly VOC emissions from the affected facility for the previous |7 calendar months;

i The 12-month rolling VOC emissions for each 12-month period ending during the reporting period:
and,

u. All instances of deviations from the requirements of this permit must be clearly identified.

5. ISANCAC 2Q.0317: AVOIDANCE CONDITIONS

for
a.

d.

I5A NCAC 2D .0530: PREVENTION OF SIGNIFICANT DETERIORATION
In order to avoid applicability of this regulation, the resins process (ID No. NS-G) shall discharge into
the atmosphere less than 40 tons of VOCs per consecutive 12-month period.

Testing [15A NCAC 2Q .0508()]

If emissions testing is required. the Permitiee shall perform such testing in accordance with General
Condition JJ. If the results of this test indicate annual emission rates in exceedance of the limit given in
Scction 2.1 C.5.a above. the Permittee shall be deemed in noncompliance with 15A NCAC 2D .0530.

Monitoring/Recordkecping [15A NCAC 2Q .0508(1f)]

To demonstrate compliance with the limit provided in Scction 2.1 C.5.a, within 30 days of the end of

each calendar month the Permittee shall create and retain production records and estimate associated

VOC emissions for the previous calendar month, as follows:

i.  Record the total raw materials fed (M) to the affected facility during the previous calendar month
(in kg/month);

it.  Record the total transformed matcrials collected (P) for the affected facility during the previous
calendar month (in kg/month);

11, Record the total untransformed materials collected (W) for the affected facility during the previous
calendar month (in kg/month);

1v. Determine the VOC emissions from the filling of storage tanks (S) for the affected facility during
the previous calendar month;

v. Caleulate the VOC emissions (E) from the affected facility during the previous calendar month (in
Ib/month) using the following equation:

E=(M-P-W+8)%2.2

vi. Calculate the 12-month rolling VOC emissions from the affected facility by summing the monthly
VOC emissions (), as calculated in 2.1 C.5.c.iv above, for the previous consecutive 12-months.
Required records shall be maintained in a logbook (written or clectronic format) on-site and made
available to an authorized representative upon request. The Permittee shall be deemed in
noncompliance with [SA NCAC 2D .0530 if the above records are not created and retained. or if the
12-month rolling VOC emission ratc calculated in v. above exceeds the limit in Section 2.1 C.5.a of this

permil.

Reporting [15A NCAC 20 .0508(1)]

The Permittee shall submit a scmi-annual summary report, acceptable to the Regional Air Quality

Supervisor, of monitoring and recordkeeping activitics postmarked on or before January 30 of each

calendar ycar for the preceding six-month period between July and December, and July 30 of cach

calendar year for the preceding six-month period between January and June. The report shall contain

the following:

1. The monthly VOC cmissions from the atfected facility for the previous 17 calendar months;

ii. The 12-month rolling VOC emissions for each 12-month period ending during the reporting period:
and. ;

tit.  All instances of deviations from the requirements of this permit must be clearly identified.
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Viil.

X1.

components that were not repaired as required, and for valves and connectors, identify the number

of components that are determined to be non-repairable as described in 40 CFR 63.1025(c)(3).

(A) Valves in gas and vapor service and in light liquid service;

(B) Pumps in light liquid service;

(C) Connectors in gas and vapor service and in light liquid service; and.

(D) Agitators in gas and vapor service and in light liquid service.

Where any delay of repair for leaks is utilized, report that delay of repair has occurred and report

the number of instances of delay of repair.

For pressure relicf devices, report the results of all leak monitoring to show compliance conducted

within the semiannual reporting period.

Report, if applicable, the initiation of a monthly leak monitoring program for valves.

IFor each affected heat exchanger system for which the Permittee invokes the delay of repair,

include the following information:

(A) the presence of the leak and the date that the leak was detected

(B) whether or not the leak has been repaired

(C) the reason(s) for delay of repair

(D) If the leak is repaired, the owner or operator shall report the date the leak was successfully
repaired,

(E) If the lcak remains unrcpaired, the expected date of repair.
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1. The monthly VOC emissions from two affected polyvinyl fluoride processes for the previous 17
calendar months;

1. The 12-month rolling VOC emissions for cach 12-month period ending during the reporting period;
and,

iii.  All instances of deviations from the requirements of this permit must be clearly identified.
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Toxic Air Pollutant

Facility-Wide Emission Limit

Sulfuric Acid

1.46 Ib/hr; 10.5 Ib/day

Tetrachlorodibenzo-p-dioxin

0.0048 Ib/yr

I.1,1,2-Tetrachloro-2,2-Difluorocthane

45,600 Ib/day

1,1.2.2 -Tetrachloro-1,2-Difluorocthanc

45,600 Ib/day

1.1,1,2-Tetrachloroethane

10,082 Ib/yr

Toluene

818 Ib/hr; 4,122 Ib/day

Toluene-2 4-diisocyanate

0.22 Ib/hr; 0.44 |b/day

Trichloroethylene

94.423 Ib/yr

Trichlorofluoromethanc

491,077 Ib/day

[.1.2-Trichloro-1.2,2-Trifluoroethane

13,885 Ib/hr

Vinyl Chloride

608 Ib/yr

Vinylidene Chloride

105 Ib/day

Xylene

950 Ib/hr: 2,368 Ib/day

Zinc Chromate

0.13 Ib/yr

RecordKkecping

b.  For compliance purposcs, the Permittee shall maintain records of production rates, throughput.
material usage. periods of excess emissions, failure of air pollution control equipment to operate in
a normal and usual manncr, and other process operational information, that allows for evaluation
for compliance with the toxic air pollutant limits. These records shall be retained for a minimum of
three years from the date of recording, and access o these records shall be provided to the Division
of Air Quality staff upon request.

Reporting

¢. For compliance purposes, within thirty (30) days after cach calendar year quarter the following

shall be reported to the Regional Supervisor, Division of Air Quality:

1. Any and all exceedences of applicable toxic air pollutant emission limits during the previous
calendar year quarter.

ii.  The maximum pounds per 1-hour emission rate at any time during the previous calendar year
quarter for all applicable toxic air pollutants that have a listed emission rate in pounds per hour.

ii. The maximum pounds per 24-hour emission rate at any time during the previous calendar year
quarter for all applicable toxic air pollutants that have a listed cmission rate in pounds per day.

iv. The ycarly emission rate for the 12-month period ending with the previous calendar year
quarter for all applicable toxic air pollutants that have a listed emission rate in pounds per ycar.
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b. All abrasive blasting operations shall be conducted within a building, except as provided in i. or il.
below. The following abrasive blasting operations need not be conducted within a building:
i. Abrasive blasting of an item that exceeds eight feet in any dimension; or,
il. Abrasive blasting of a surface situated at its permanent location or not turther away from its
permanent location than 1s necessary to allow the surface to he blasted.

¢. Any abrasive blasting operation conducted outside a building, as provided in Section 2.2 B.3.b.i or
ii., above, shall take appropriate measures to cnsure that the fugitive dust emissions created by the
abrasive blasting operation do not migrate beyond the property boundaries in which the abrasive
blasting operation is being conducted. Appropriate measures include the following:
1. Addition of a suppressant to the abrasive blasting material;
ii. Wet abrasive blasting; '
i1i. Hydro-blasting:
iv. Vacuum blasting;
v. Shrouded blasting; or
vi. Shrouded hydro-blasting.

4. 40 CFR Part 68 "ACCIDENTAL RELEASE PREVENTION REQUIREMENTS: RISK
MANAGEMENT PROGRAMS UNDER THE CLEAN AIR ACT, SECTION 112(r)"
The Permittee shall comply with all applicable requirements in accordance with 40 CFR Part 68
including submitting a Risk Management Plan to EPA pursuant to 40 CFR Part 68.150 prior to June 21,

1999 or as specified in 40 CFR Part 68.]0.
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operated at the production rate that best fulfills the purposc of the test. The individual conducting the emission test

shall describe the procedures used to obtain accurate process data and include in the test report the average

production rates determined during each testing period.

Two copies of the final air emission test report shall be submitted to the Director not later than 30 days after

sample collection unless otherwise specified in the specific conditions. The owner or operator may request an

extension to submit the final test report. The Director shall approve an extension request if he finds that the
extension request is a result of actions beyond the control of the owner or operator.

a. T'he Director shall make the final determination regarding any testing procedure deviation and the validity of
the compliance test. The Director may:

(1) Allow deviations from a method specified under a rule in this Section if the owner or operator of the
source being tested demonstrates to the satisfaction of the Director that the specified method is
inappropriate for the source being tested.

(2) Prescribe alternate test procedures on an individual basis when he finds that the alternative method 1s
necessary to scecure more reliable test data.

(3) Prescribe or approve methods on an individual basis for sources or pollutants for which no test method is
specified in this Section if the methods can be demonstrated to determine compliance of permitted
emission sources or pollutants.

b.  The Director may authorize the Division of Air Quality to conduct independent tests of any source subject to a
rule in this Subchapter to determine the compliance status of that source or to verify any test data submitted
relating 1o that source. Any test conducted by the Division of Air Quality using the appropriate testing
procedures described in Section 2D .2600 has precedence over all other tests.

KK.Reopening for Cause [15A NCAC 20 0517

o]

Ly

A permit shall be reopened and revised under the following circumstances:

a. additional applicable requirements become applicable to a facility with remaining permit term of three or more
vears;

b.  additional requirements (including excess emission requirements) become applicable o a source covered by Title
1V;

¢.  the Director or EPA finds that the permit contains a material mistake or that inaccurate statements were made in
establishing the emissions standards or other terms or conditions of the permit: or

d.  the Director or EPA determines that the permit must be revised or revoked to assure compliance with the
applicable requirements.

Any permit reopening shall be completed or a revised permit issued within 18 months after the applicable requirement

is promulgated. No rcopening is required if the effective date of the requirement is after the expiration of the permit

term unless the term of the permit was extended pursuant to 15A NCAC 2Q .0513(c).

Except for the state-enforceable only portion of the permit, the procedures set out in 15A NCAC 20 .0507..0521, or

.0522 shall be followed to reissue the permit. . If the State-enforceable only portion of the permit 1s reopened, the

procedures in 15SA NCAC 20 .0300 shall be followed. The proceedings shall affect only those pans of the permit for

which causc to reopen exists.

The Director shall notify the Permittee at least 60 days in advance of the date that the permit is to be reopened, except

in cases of imminent threat to public health or safety the notification period may be less than 60 days.

Within 90 days. or 180 days if the EPA extends the response period. after receiving notification from the EPA that a

permit needs (o be terminated. modified, or revoked and reissued. the Director shall send to the EPA a proposed

determination of termination. modification, or revocation and reissuance, as appropriate.

. Reporting Requirements for Non-Operating Equipment [15A NCAC 20Q .0508(i)(16)]

The Permittee shall maintain a record of operation for permitted equipment noting whenever the equipment is taken from
and placed into operation. During operation the monitoring recordkeeping and reporting requirements as prescribed by the
permit shall be implemented within the monitoring period.

MM. Fugitive Dust Control Requirement [15A NCAC 2D .0540] - STATE ENFORCEABLLE ONLY

As required by 15A NCAC 2D 0540 "Particulates from Fugitive Dust Emission Sources.” the Permittee shall not cause or
allow fugitive dust emissions to cause or contribute to substantive complaints or excess visible emissions beyond the
property boundary. If substantive complaints or excessive fugitive dust emissions from the facility are observed beyond the
property boundaries for six minutes in any one hour (using Reference Method 22 in 40 CFR. Appendix A). the owner or
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ATTACHMENT to Permit No. 03735T41

Insignificant Activities Pursuant to 15A NCAC 2Q .0503(8)

Source ID No. Emission Source Description

1-02 Waste DMSO Storage Tank

1-03 Fugitive Emissions of Methylene Chloride E
1-04 Chlorination of Riverwater to control mussel growth in equipment

1-05 Sitewide Laboratory Emissions

1-06 Outdoor abrasive blasting operation for items exceeding 8 feet in any dimension
1-07 Paint shop |

1-08 Self-contained abrasive blasting cabinets

1-09 Paint spray booths

I-10 Abrasive blasting and painting building

I-12 Nafion® Dispersion Process

1. Because an activity is insignificant does not mean that the activity is exempted from an applicable requirement or that
the owner or operator of the source is exempted from demonstrating compliance with any applicable requirement.
When applicable, emissions from stationary source activities identified above shall be included in determining
compliance with the permit requirements for toxic air pollutants under 15A NCAC 2D .1100, “Control of Toxic Air
Pollutants™, or 15A NCAC 2Q .0711, “Emission Rates Requiring a Permit”.
3. For additional information regarding the applicability of GACT see the DAQ page titled “The Regulatory Guide

for Insignificant Activities/Permits Exempt Activities”. The link to this site is as follows:

http://daq.state.nc.us/permits/insig/

!J






Miscellaneous Organic Chemical Manufacturing NESHAP (MON)
Part 63 Subpart FFFF
Compliance Report
40 CFR 63.2520(¢)
Chemours Company - Fayetteville Works
North Carolina Title V Air Permit No., 03537143
Reporting Period from January 1, 2018 through June 30, 2018

40 CHFR 03.2520(e)(1) ( ompany name and address:

Chemours Company - Fayetteville Works
22828 NC Highway 87 W
ayetteville, NC' 28306-7332

40 CIFR 63.2520(e)(2) Statement hy a responsible

official with that official’s name. title, el
signature, certifving the accuracy of the

content of the report.

Sce Attachment 1 for this certification statement.

40 CFR 63.2520(e)3) Date of report and beginning and ending dates of the reporting period.

I'he date of this report is July 30, 2018.

The reporting period of this report is from
lanuary 1, 2018 through June 30, 2018.

40 CFR 63.2520(e)(4) For each SSM during which excess emissions occur, the compliance
report must include records that the procedures specified in your startup, shutdown, and
malfunction plan (SSMP) were Jollowed or documentation of actions taken that are nos
consistent with the SSMP, and include o brief description of each malfunction.

There are no sources subject to the Subpart FFFF NESHAP

for which a startup, shutdown.
and malfunction plan (SSMP) is required.

40 CER 63.2520(e)(5) The compliance report must contain the information on deviations.
defined in §63.2

2330, according to paragraphs (e)(5)(i). (ii), (iii), and (iv) of this section.
There were no deviations from the &
standards during the reporting period.

oy

mission limits, operating limits, or work practice

40 CFR 63.2520(e)(5)(i) If there are no deviations from any
work practice standard specified in this
deviations from the emission limits, ope
reporting period.

emission limil, operating limit or
subpart. include a statement that there were no
rating limits, or work practice standards during the

There were no deviations from the emission

limits. operating limits, or work practice
standards during the reporting period.,
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Miscellancous Organic Chemical Manufacturing NESHAP (MON)
Yart 63 Subpart FFEF
Compliance Report
40 CFR 63.2520(e)
Chemours Company — Fayetteville Works
North Carolina Title V Air Permit No. 03537743
Reporting Period from January 1, 2018 through June 30, 2018

40 CFR 63.2520(e)(5)(i1) For each deviation from an emission limit, operating limit, and work
practice standard that occurs at an affected source where you are not using o confinuous
monitoring system (CMS) (o comply with the emission limit or work practice standard in thiy
subpart, vou must include the information in paragraphs (¢)(S)(ii)(A) through (C) of this
section. This includes periods of SSM

There were no deviations from the emission limits, operating limits, or work practice
standards during the reporting period.

40 CFR 63.2520(e)(5)(1it)  For cach deviation from an emission limit or operating limit
occurring at an affected source where you are using a CMS to comply with an emission limi
inthis subpart, you must include the information in paragraphs (e)(3)(iii)(A) through (L) of this
section. This includes periods of SSM.

There were no deviations during the reporting period. In addition, no affected sources at this
facility use a continuous monitoring system to comply with an emission limit in this subpart.

40 CFR 63.2520(e)(5)(iv) If vou documented in your notification of compliance status report
that an MCPU has Group 2 batch process vents because the non-reactive HAP is the only HAP
and wsage is less than 10,000 [b/yr, the total wncontrolled organic HAP emissions from the
batch process vents in an MCPU will be less than 1,000 Ib/vr for the anticipated number of
standard batches, or total uncontrolled hyvdrogen halide and halogen HAP emissions from all
hatch process vents and continuons process vents in a process are less than 1,000 Ib/yr, inclide
the records associated with each calculation required by  §63.2525(e) that exceeds an
applicable HAP wsage or emissions threshold.

This section is not applicable.

40 CFR 63.2520(e)(6) If vou use a CEMS, and there were no periods during which it was out-
of-control as specified in $§63.8(c)(7), include a statement that there were no periods during
which the CEMS was out-of-control during the reporting period.
This section is not applicable. No alfected sources at this facility use a continuous emission
monitorimg system. '



Miscellaneous Organiec Chemical Manufacturing NESHAP (MON)
Part 63 Subpart FFFF
Compliance Report
40 CFR 63.2520(¢)
Chemours Company — Fayetteville Works
North Carolina Title V Air Permit No. 03537143
Reporting Period from January 1, 2018 through June 30, 2018

40 CER 63.2520(e)(7) Include cach new operating scenario which has been operated since the
time period covered by the last compliance report and has not been submitted in the notification
of compliance status report or a previous compliance report. Ior each new operating scenario,
vou must provide verification that the operating conditions for any associated control or
treatment device have not been exceeded and that any required calculations and engineering
analvses have been performed  For the purposes of this paragraph, a revised operating
seenario for an existing process is considered to be a new operating scenario.

Ihis section is not applicable. This site does not have any new operating scenarios that have

been operating since the submittal of the notification of compliance status report.

40 CFR 063.2520(e)(8) Records of process units added to a PUG as specified in §63.2525(i)(4)
“and records of primary product redeterminations as specified in $63.2525(i)(5).

T'his section is not applicable. This site does not have any process unit groups.

40 CFR 63.2520(e)(9) Applicable records and information for periodic reports ay specified in
referenced subparts I, G, H, SS UU, WW, and GGG of this part and subpart 1 of 40 C'IF'R part
05,

The periodic report for Subpart UU as specified in 40 CIFR 63.1039(b) is provided as

Altachment 2.

40 CFR 63.2520(e)(10) Notification of process change.

This section is not applicable. Since the submittal of the notification ol compliance status
report. this site has not made any process changes that are not within the scope of an existing
operating scenario.
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Compliance Group:
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ATTACHMENT 2

Leaking
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Periodic Monitoring Summary
Report R807

Report Date: 6/25/2010

Report from:  2010-1-1 00

6:52:12AM
To 2010-6-302

Percent Late
Leaking
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0 0.00
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